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Electric circuit diagram of actuator ESO-07
with position transmitter and power supply unit
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- PE | 42-pin cennecter type HARTING

PE - pretective grounding terminal

M - inductien meter with temerature limiter OT
G - heater

T - thermal circuit breaker of heater

WOP, WZP - dguble gverlgad switches

WO, WZ - main travel switches

(1-6 690V/50Hz - 40A, 12-46 230V/50Hz-10A)

230V/50Hz

WO1, WZ1 - additignal deuble travel switches

EPO - Electranic position transmitter

Z8-30 - 230 V AC pewer supply unit with signal
cenversion

R - gutput Igad resistance

D - Digde
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Electric circuit diagram of actuator ESO-07

N

with Controller ESA-01

42-pin connector HARTING (1-6 690V/50Hz - 40A, 12-46 230V/50Hz-10A)
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32-pin terminal strip 500V/50Hz - 16A-0.75 + 2,5 mm?
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Flow control system: gate valve + actuator

Application

Flew cantrgl systems are designed fgr changing the flow rate of a medium, keeping the

required flow characteristics.

The basic campanents of the flow contral system are the gate valves used in grder tg
change the resistance fgr a flowing medium and actuaters designed fer supply of

Design

mechanical energy necessary fer its shifting.

Designing of the flow central system shguld be begun frem selecting the gate valve.
In grder tg carrectly chagse a gate valve, gne shguld determine the fgllawing parameters:

Selection of gate valve

Parameters of gate valve selectign

Pipeline diameter

Waerking pressure

Length of built-in sectign

Type of cannecter

After a gate valve is selected, depending @n necessary terque and number of rgtations,
gne chepses the actuater. The equipment and mechanical plus electric cgnnectars can be

Technical parameters of gate valves
Rated diameters DN 40...300
Rated pressures PN 10...16
Flew cgnnecters BS 5163
Temperature gf the medium | TN maximum 70°C
Flange type Wg EN 1092-2

a subject of separate agreements.

The gate valve and actuater are to be grdered separately. The actuater is tg be specified
accerding tg the Ordering Table. The gate valve can assigned by the custemer, gr chgsen

Ordering

on the basis of determined parameters.
When grdering the gate valve and actuater, we make the actuater cennectigns and
settings, which guarantees a cerrect and reliable gperatign of the system.
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