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Material of wetted parts:

Heat-resisting steel 1.4841(*).

(constant/momentary)

Process connection:

Temperature sensor 
type CT U1, CT U2, CT U3, CT U4

Thermowell 22x2 for CT U1
Thermowell Ø22x2+ SiC or CrC for CT U2
Thermowell Ø22x4 for CT U3
Thermowell Ø26x3 for CT U4 

Ø

Ordering procedure with example of ordering code:

ADDITIONAL INFORMATION
 
1.Type of exchangeable insert: W5.
2.(*) .
3.(**) Type of temp. transmitters: LI-24G, GI-22-2, GIX-22-2 or other.
4.(***) Temperature sensor  for group I is produced with stainless steel housing.
5.(****) Additional required parameters acc. to transmitter data sheet.

Non-standard version of temperature sensors on request

J: -40...750°C
K: -40...1000°C / -40...1100°C

L=500, 700, 1000,1400, 2000 mm (*)

up to 
I M1 Ex ia I Ma

II 1/2 G Ex ia IIC T6..T1 Ga/Gb
II 1D Ex iaD 20 T75°C Da
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ATEX certificate: Exia or without

Transmitter type (**) or:
KZ - terminal block
TR - sensor prepared for installation 
of another transmitter

Type of junction: O, P, Z

Class of measuring element: 1, 2

Type of the measuring element: J, 2xJ, K, 2xK

Process connection: UC1-22, UC2-22, none(**)

Material of wetted parts: 1.4841(*)

Mounting length: L=500, 700, 1000, 1400, 2000 mm(*)

Type of shield: U1, U2, U3, U4

I-group I (IM1)
II-group II (1/2G and 1D)  

(***)

 Set range

CT U1 1000 UC1-22 K 1 OExia II GIX-22-2 0÷900°C Other****Ø22 1.4841

Diameter of sensor: 22, 26 mm(*)
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