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CLAMPING GRIPS APPLIED FOR MOUNTING THE TEMPERATURE SENSORS

Measuring insert W2, W4, W5

Ordering procedure
with example of ordering code:

Ordering procedure with example of ordering code:

Diameter:  Ø3, Ø4.5, Ø6, Ø8 / none for  W4, W5

Class of measuring element: AA, A, B or 1, 2

Type and multiplicity of the measuring element: Pt, 2xPt or J, 2xJ, K, 2xK, S, 2xS, B, 2xB

Mounting length: Lw - acc. to specification

CT W2 405

Type of shield: W2, W4, W5

Pt100

Admisible load:   UG - 8MPa,   UC1 - 0,1MPa

Type Marking
Eksternal diameter
of sensor’s shield
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Material

Type of clamping grip

UG6 1.4301

Sealing

SC

Ø8 A 3

Type of junction: none or O, P.,Z

Wires number: 2, 3, 4- wires (only for Pt100)
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Measuring range of insert

* - value in the bracket is the maximum momentary
** - low temperature version

admissible temperature

Insert type

W2 W4 W5

Pt

J

K

S

B

Shield 316/Inconel Ceramic Ceramic

-70 500°C/-196 150°C**÷ ÷

-40 550°C÷

-40 550°C/-40 00°C÷ ÷10 -40 1000°C (1100°C)*÷

0 1300°C (1600°C)*÷

600 1600°C (1800°C)*÷

-40 1000°C (1150°C)*÷
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